L‘ EQUIPMENT AND SYSTEMS

EQUIPMENT

The SISTEM-AIR installation equipment simplifies and improves the quality of
work; the template allows you to place the piping in the correct position where
the central vacuum unit will be installed without wasting time and with consi-
derable space reduction.

The pipe cutter allows you to cut the pipes with precision, and obtain a perfect
coupling with the connectors. The screw cap for depression testing, is used to
hermetically seal the mounting plates in order to test the hold of the piping
network before being buried into the floor; with the vacuum gauge accessory,
you can read the pressure loss of a system in proportion to the vacuum of the
central vacuum unit.

CONNECTION TEMPLATE FOR“TECNO” SERIES OF CENTRAL UNITS

ARTCLE COLOUR MATERIAL PACKING (pcs)

4300.0 ZINC PLATED METAL 1

Option of placing either on the right or the left

PIPE CUTTER FOR PVC AND SPARE PARTS

ARTCLE DESCRIPTION PACKING (pcs)
Pipe cutters up to @ 63 mm 1
Pipe cutters up to @ 100 mm 1
Spare wheel for pipe cutters 5
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central vacuum systems

SCREW CAP FORTESTING INSTALLATION

ARTICLE COLOUR MATERIAL PACKING (pcs)
. Black Plastic 5

VACUUM GAUGE FOR SYSTEM TESTING

ARTICLE COLOUR MATERIAL PACKING (PCS)

4001.0 Steel Metal 1
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Sistem TEST

celd

Classe Il

PRINCIPAL CHARECTERISTICS

SISTEM Test improves the work of the specialized installer during the installation

of Sistem Air vacuum units. Thanks to this transportable unit, which is already

provided with a vacuum gauge, it will be possible to certify the correct

installation of the system. after the installation of the piping system. It is possible

to test the tightness of the same and to release a certificate which represent

a further guarantee for the client that his system has been realized according

to the rules of the trade. With Sistem Test you will beprovided with everything

necessary to test the system:

- The Sistem Test unit, with vacuum gauge, for a quick and precise reading of the
pressure drop of the system. It can be easily moved thanks to its weels.

- A hose to connect the unit to the system.

- A universal adapter.

- Afull kit of test plugs to test the system.

- A strong and practical bag to transport easily and conveniently the whole kit.




