Central vacuum cleaners Series Tecno Activa/Tecno Evolution

L‘ DOMESTIC

Serie TECNO Evolution Generation
Serie TECNO Activa Generation

Up to 450 m” - 1 Operator ﬁ

ce @ P44 |:| Classe I

STANDARD MEDIA MINI
TECNO Activa with
built in computer
3 year WARRANTY  INSTALLATION AREA

computer

RECOMMENDED INSTALLATION

The central units are fitted with a connection
for an air vent. This is essential for sending
the microscopic dust particles that the filter
cartridge cannot contain, outside. These
central units can be fitted in plant rooms,
under the stairs, cupboards, etc... The IP44
insulation level allow for installation in the
open air such as on balconies or in particularly
damp environments. At the planning stage, it
is advisable to identify the best location for the
central unit with respect to the system, leaving
a reasonable amount of space for installation,
use and maintenance. Speedy and accurate
positioning of the central unit with respect
to the piping network can be done using the
positioning template provided. In the event
of a system on several floors, it should be
installed on the bottom floor.

www.sistemair.it

Tecno Evolution
without built in

1 year WARRANTY

The central units in the TECNO Evolution’Generation and ‘TECNO Activa' Gene-
ration series are used for domestic installations and residential systems with the
following characteristics:

- area to be cleaned between 30 and 450 m’

- piping network with 50 mm diameter pipe

- 220/240V ac single phase power

- discharge of filtered air outside

- suitable for one user at a time.

PARTICULAR CHARACTERISTICS OF THE PRODUCT

- Thanks to the IP44 electric insulation level, the central units can be installed
in areas subject to damp, on balconies or even in airing cupboards.

- The central units can be connected to the piping network with dust entrance
from either the right or left.

- They are fitted with safety heat sensors to protect the motor and with automa-
tic shut down or restart, in the event of overheating

- They comply with the high electric and mechanical safety standards imposed
by the IMQ body and have received the approved label.

- The polyester filter cartridge is certified BIA — USG and can be washed with
water.

- The product stands out for its Level 2 insulation category (it does not require
to be earthed).

- Using the template provided (art. 4300.0) when setting up the system, will
ensure that the unit is correctly installed without problems, errors or time wa-
sting.

TECNO Activa Generation also has a built in computer to control and manage
the maintenance cycles; it offers the possibility of connecting to an auxiliary
modem as a maintenance warning, as well as the possibility of a connection to
the remote control panel in order to view the maintenance cycles.

TECNO Activa (TA) comes with a 3 year warranty.

MAIN CHARACTERISTICS

The construction is entirely made vibration proof, sound proof plastic and with
rust proof screws and bolts.

It offers maximum quietness when running, thanks to the enclosure of the motor
in a vibration proof hood. It is fitted with double protection electronic power
and control board with fuse block switches both on the main and secondary
circuit. The power of the motor should be selected according to the end user’s
requirements. The dust collector is fitted with comfortable handles and can be
used without a dust bag.

The 'TECNO'range has 14 central vacuum unit models so that the product can
perfectly satisfy the different size requirements and surface areas to be cleaned.
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central vacuum systems

CENTRAL UNIT SELECTION TABLE

The central units can be used by a single operator. The central vacuum units
should be selected according to the surface area to be cleaned, in order to
ensure long life and best performance over time. Once the size of the surface
area has been established, one can start applying certain selection criteria, such
as the computer maintenance warning cycle, the capacity of the dust holders,
the filtering surface and the size of the central unit.

Maximum MODEL ARTICLE  Maximalinlet Operators Maintenance Dust container ~ Filtering surface Power supply Motor power  Air volume
surface valves maximum computer capacity (cm2) (Voltac) (kw) (m3/h)
simultaneous (U]

3107.1TE 4 1 NO 15 3100 220/240 13 234
3107.1TA 4 1 YES 15 3100 220/240 1.3 234
3108.1TE 4 1 NO 15 6700 220/240 13 234
3108.1TA 4 1 YES 15 6700 220/240 1.3 234
3110.1TE 4 1 NO 21 6700 220/240 13 234

SA 050/TA [ ek BRI 4 1 YES 21 6700 220/240 13 234

([ 3109:1TE 7 1 NO 15 6700 220/240 14 184

[RYEIVY 3109.1TA 7 1 YES 15 6700 220/240 14 184

SAT00TE | ehiPAny= 7 1 NO 21 6700 220/240 14 184

SAT00TA [P ARTL 7 1 YES 21 6700 220/240 14 184

SA200TE | ehilEfiig= " 1 NO 21 6700 220/240 1.9 309

Max 350 m?
SA200TA | =hbEREr 1 1 YES 21 6700 220/240 19 309

SA400TE | =hbERng= 16 1 NO 21 6700 220/240 21 320

Max 450 m?

SA400TA [ elBERRTL 16 1 YES 21 6700 220/240 2,1 320

TA =TECNO Activa TE =TECNO Evolution

The units of the TECNO Generation series can be connected to central units of the TECNO Generation series can be
the piping system either from the left or from the right (also installed in humid or dusty locations.
possible with the ‘sistem case’). Thanks IP 44 protection, the
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