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Linea TECNO Block Mini without self-cleaning
Linea TECNO Block Mini with self-cleaning

Up to 600 m2- 1 Operator ﬁ
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RECOMMENDED INSTALLATION

The central units are fitted with a connection
for the air vent piping which is essential for
sending the micro dust that the filter cartrid-
ge cannot contain, outside. They should be
installed in service rooms such as garages, cel-
lars etc... and protected from extreme weather
conditions and excessive temperature changes.
You should choose areas at some distance from
heat sources, such as heaters or central heating.
(IP 20 insulation level). At the planning stage, it
is advisable to identify the best location for the
central unit with respect to the system, leaving
a reasonable amount of space for installation,
use, maintenance and a correct re-circulation
of air around the central unit. In the event of a
system on several floors, it should be installed
on the bottom floor.
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INSTALLATION AREA

The TECNO Block Mini central vacuum unit is used for residential homes and for

the small business sector. Itis specifically indicated for all the system cases with

extended piping that have the following characteristics:

- area to be cleaned between 350 and 600 m’

- vacuum network built with 50 mm and 63 mm diameter pipes and inlet con-
nector to the central unit.

- 220/240V ac single phase power.

- air discharge to the outside.

- suitable for systems being used by a single operator.

PARTICULAR CHARACTERISTICS OF THE PRODUCT

- the central vacuum unit performs like a professional apparatus while still being
compact in size.

- the dust bag holds up to 45 litres.

- it is an industrial, top performance motor with a light alloy, blower with side
channels, and is maintenance free.

- performance is managed using the electronic system on the central unit, capable of
handling and controlling the  vacuum power, according to actual needs.

- it is fitted with a self-cleaning system (only on the 3115.2MB model) for the
controlled activation of the filter cartridge maintenance.

- the motor has a start up system for the reduction of peak absorption.

- the energy consumption is very low, whatever the working condition with re-
gards to performance.

MAIN CHARACTERISTICS

Central vacuum unit with metal support base that highlights its sturdiness. Dust
container fitted with wheels and handles to make emptying easier. The option
of connecting to the piping both from the right and left. It is extremely quiet
while running. The micro line switch allows for maintenance operations. At start
up, it has a reduction in absorption peak.
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Central vacuum unit; Series TECNO Block Mini - TECNO Block Maxi PROFESSIONAL L;“

CENTRAL UNIT SELECTION TABLE

The central units can be used by a single operator on a maximum surface area
of 600 m?. The Tecno Block Mini central units can be selected with or without a
programmable self-cleaning system for the filter.

central vacuum systems

MODEL ARTICLE Maximum Centralunitwith  Motor power Power supply  Maximum air Filtering Dust container
number of self-cleaning (kw) (Voltac) flow (m*h)  surfaces (cm?)  capacity litres)
operators

TECNO 3115.1MB 1 NO 1.5 220/240 200/270 17800 45

Block Mini -3 T: 1 YES 1,5 220/240 | 200/270 17800 45

N.B: These central unit models with electronic control system, need an
electric power line with wire no lower than 4mm?.

The central vacuum units of the Tecno Block Mini series offer a high
performance in any professional environment up to 600 m2.
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Art.:3115.1MB -3115.2MB



