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RECOMMENDED INSTALLATION

The dust separators are specifically designed for
installation in small or large scale businesses/
industries. It is essential to use them in conjun-
ction with an industrial motor. They should be
installed in service rooms that are closed and
protected from extreme weather conditions,
dampness and temperature changes.

Avoid installation near heat sources or, in areas
with temperatures over 40°. At the planning sta-
ge, it is advisable to identify the best location
for the separator with respect to the system,
leaving a reasonable amount of space for instal-
lation, use and maintenance. You should also
bear in mind the positioning of the air dischar-
ge piping to the outside and the piping coming
from the vacuum system.

The separator's particular construction aspects
means it has two separate openings, one on the
right, the other on the left, to connect to the sy-
stem’s vacuum piping and air discharge. In the
event of a system on several floors, it should be
installed on the bottom floor.
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LT 160 - LT 160 C/A

LT80-LT80C/A

INSTALLATION AREA

The 80 litre and 160 litre dust separators are available in versions with or without

self-cleaning. They have to be used in conjunction with one or more vacuum

motors with configured systems for air flow up to 700 m*/h for the 80 litre ver-

sion and up to 1200 m*/h for the 160 litre version. These parts are used for sy-

stems with the following characteristics:

- Piping network with main duct in the floor and 50 and 63 mm diameter hose.

- 63/80 mm upright pipe (for the 80 litre version) or 63/80/100 mm (for the 160
litre version) depending on the selected configuration.

- 80 mm dustinlet (80 litres) or 100 mm (160 litres).

- 220/240V single phase power (only on models with self-cleaning).

- Discharge to the outside.

- Possibility of 4 operators using the 80 litre system simultaneously or 6 opera-
tors using the 160 litre one.

PARTICULAR CHARACTERISTICS OF THE PRODUCT

Dust container that holds 80 litres for the 80 litre unit and 160 litres for the 160 litre one.
Front handle to easily unhook the dust container.

Adjustable vacuum breaker compensation valve. Daily or, weekly management of the
self-cleaning cycle using a programmable timer.

Filter cartridge with a high filtering capacity. Dust bag for dust container fitted with metal
bag string.

SELECTION CRITERIA

The 80 litre dust separator was designed for systems that can cover up to 700
m?/h. The 80 litre separator is a recommendable choice for small businesses
and industries. The 160 litre separator was designed for systems that can co-
ver up to 1200 m3/h. This separator is a recommendable choice for use in
large businesses or industries.
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central vacuum systems

SEPARATOR SELECTION TABLE

The SISTEM-AIR dust separators for industrial use offer numerous possibilities for
use thanks to their versatility and flexibility in combining with the other com-
ponents of an industrial central vacuum system. There are two versions of dust
containers with different capacities and can be used in both large and small
industrial environments.

The choice depends on the total air flow in the motors they are coupled with,
the number of people using it and the possibility of having a programmable
self-cleaning system for the filter. As the industrial dust separators are part of the
system, it is advisable to make your choice after careful consideration, bearing
in mind how it will be used and the kind of system, as well as the other parts
needed to obtain a complete central vacuum system.
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TECHNICAL NOTE
The 80 litre dust separator can be used by as many as 4 operators simultaneou-
sly with a @ 32 mm flexible hose. With the @ 40 mm hose, the number of ope-
rators drops to 3.

The 160 litre dust separator can be used by as many as 6 operators simultaneou-
sly with a @ 32 mm hose. With the @ 40 mm hose, the number of operators
drops to 4.

Thanks to their modularity, Sistem Air industrial units always allow to find the
right solution as to suction power and quality in any situation.
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